ONE-TON CHASSIS 
ALL-STEEL BODY 
WEATHERPROOF CAB 
A COMPLETE HAULAGE UNIT 


| Ford fotor Company, 


DETROIT, MICHIGAN 


——— 
Ny , — “) | , 4 rm “a > SBR > 

iy 4 ’ f } p, | v r ! ' ' 
A COMPLELE 


OTOR TRUCK USERS can now secure a complete 
Ford haulage unit—an all-steel combination body 
and cab mounted on the standard Ford one-ton chassis. 

In presenting this new product, the Ford Motor Company 
offers to the business man, the farmer, and everyone having 
anything to haul, alow cost, general utility truck suitable for 
a large variety of uses. 

The body is of open express type—a type which has 
proved most popular and serviceable in meeting the average 
truck requirements—but Ford engineers, in their endeavor 
to make it something more, have constructed it so that it 
may readily be converted into other combinations by using 
stakes, side-boards, canopy top, or screen sides. 

The new steel body is built to withstand the most severe 
usage and presents a new development in construction. The 
steel sills are reenforced with wood in order to lessen vi- 


A New Ford Product 


bration and road shocks and thus insure greater durability 

and longer life. The end gate is strongly braced and secured 

by heavy chains which hold it in position when lowered. 
The new body is adapt- 

able to the handling of 

most any kind of a load, 

and, mounted as it is on 

the standard Ford one- 

ton truck chassis, noted 

for low upkeep, depend- 

ability and speed, forms 

a motor transportation 

unit certain to meet 

with the popularity for sturdy 
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The loading space of the 
body is seven feet, two 
inches in length by four 
feet in width and of con- 
venient and practical 
depth. 


The steel flare board on 
either side aids in building 
up and securing large 
loads, and the position of 
the end gate may be regu- 
lated by the heavy chain 
or completely dropped, 
according to loading 
requirements. 


With standard gearing, 
the Ford Truck, under 
capacity load, may operate 
up to 15 miles an hour, 
but for quick delivery ser- 
vice, a special gear per- 
mits a speed of 22 miles 
an hour. 


The steel cab of the new 
Ford truck body is roomy 
and will easily accommo- 
date a driver and two 
helpers. The seat is of 
artificial leather on four- 
inch cushion springs. 


Close fitting door curtains 
mounted on uprights and 
opening with the doors 
provide full protection 
in inclement weather. 


The windshield is un- 
usually large, insuring 
full visibility ahead, and 
an oval window in the 
back of the cab, gives 
ample facilities for rear 
vision, thus increasing 
the safety element. 
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